PBX

Private Branch Exchange
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Features

/" 832x/ 8120X N\

832X: 4 CO Lines, 16 Extensions expandable up to 8 CO Lines, 32 Extensions.
8120X: 8 CO Lines, 16 Extensions expandable up to 120 Extensions.

Built-In Features:

[T TTYeauia: First 4 ports in 832X & first 8 ports in 8120X are Hybrid. They can be connected to a normal phone or a Key
Telephone Set.

Auto Attendant: Welcome message (10 sec), Busy Ext message (5 sec) & No Answer message (5 sec). Programmable through
Telephone Set / Computer AUX port / SD Card. With SD card installed, 2 level IVR can be formed.
L EEEETNAR E NV (Not Toy Like): User can optionally download any Music and load into the PBX through SD Card.

AEI TR Give Number of your choice to all the Extensions. You can give 66 to an extension, 666 to another & 6666 to
yet another extension.

. CLI (Caller’s Number Display on Phone)— Transferable + Internal (DTMF + FSK)

. Battery backup circuit to connect 12V 7AH battery for operations during power failure.
. Option to connect:

-[SHVNETEH (Maximum 2) to use GSM SIMs along with CO Landline

Ampli-Speakers.
\ -I\\KeETT I to connect to a Computer through USB port for Programming & Call Details recording.

- Door Lock Card to operate up to 2 Electric Locks. /

105B/ 108B/ 108BG/ 206B/ 308B/ 312B/ 308X

EEIE TR Give Number of your choice to all the Extensions. You can give 66 to one extension and 666 to another.
f Pleasant Hold Music [(\ 1A S)]

Auto Attendant with welcome messages, Busy Ext message & No Answer message. (Optional in 108B, 105B). Programmable
through Tel. Set.

. CLI — Transferable + Internal (DTMF + FSK)

-EXET]/ Paging Card for playing Welcome Message downloaded from a Computer & to connect PBX to a Paging Amplifier or




Other Features (Common):

. Memory dialing
. Auto Call Back when the dialled extension is found busy.
. Barge-In: Programmed Extensions can overhear others’ conversation.
. CO Line Access during Power Failure
. CO Dialling Control. Allow / Disallow ISD, STD, Local numbers dialling or control through Denied / Restricted tables
. CO lines grouping
. Conference
. Day / Night Mode:
832X: Manual as well as Auto changeover
105B/ 108B/ 108BG/206B/ 308B/ 308X: Manual changeover
. Door Phones: 1 or more can optionally be connected

Maximum Capacity of PBX
Technical Specification Model CO Lines Extensions GSM Port :t:tlfurz
Switching : Space Division Multiplexing 1058 1 5 _ _
Extension Loo : Lessthan 600 Ohms
Resistance ? 1088 1 8 - :
Instrumentstobeused : DTMF Dialling Telephone sets 108BG 1 8 1 -
Ambient Conditions : 0t040°C & up to90% humidity 2068 2 6 _ _
Input Power : 180Vto 300V AC 3088 3 3 . )
Battery : 12V DC (7 AH)- Rechargeable
Cabling : One pair cable for normal Tel Set 312B 3 12 -
and 2 Pair for KTS 308X 3 8 _ Y
16 /24 /32
832X 4/8 (Max. 4 KTS) 2 Y
8120 8 -1 2
e (Max. 8 KTS) Y
Dimensions & Weight
Model Length (Cm) Width (Cm)  Height (Cm) Weight (Kg)
105B 18.5 13 4 0.6
108B/108BG/206B/308B/312B 25.2 16.8 4.3 0.74
308X 25.2 16.8 4.3 0.64
832X-4x 16 36.2 25.2 6.5 1.36
832X-4 x 24 36.2 25.2 6.5 1.48
832X-4x32 36.2 25.2 6.5 1.52
832X-8x32 36.2 25.2 6.5 1.64

All features are not part of the basic system. Some features are optional & operative in different combinations. Due to continuous product improvement, specifications and features herein
are subject to changes without prior notice.

For further details contact:

An ISO:9001:2015 Certified Company

Copper Connections Ltd.

Regd. Off: 195-196, DSIDC Complex, Okhla Industrial Area, Ph-1, New Delhi-110020
Ph: +91-11-40625543 Email: cclmailccl@gmail.com Web: www.copperconnections.com
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